Overview:

AGT-HRQN3002 Heraus Vehicle-Mounted HD
Night Vision (NV) IR Laser Imaging Camera

Our Heraus series of AGT-HRQN3002 long distance vehicle-mounted
multi-channel photoelectric system designed based on the latest
ultra-homogenized infrared laser lighting technology and high-definition
visible light imaging technology, specially designed for vehicle-mounted
day/night and all-weather monitoring photoelectric products. It considered as
a high-end intelligent monitoring product which integrates optics, mechanics,
electronics and image into one machine. It consists of:







Night Vision (NV) IR imaging,
HD integrated visible camera,
power mechanism,
precision transmission device,
digital decoder,
high-performance image processing unit and
controller.

At the same time, it can expand its capabilities with laser ranging,
Beidou/GPS, electronic compass and other sensors or accessories to
constitute a multi-functional situational awareness long-range monitoring
equipment. Its mechanical structure adopts with full reinforcement structure
design, super-strength stainless steel central bearing, multi-point and
omni-directional reinforcement design to ensure the equipment operates as
usual in the case of vehicle bumps; at the same time,
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Its’ simple, compact and delicate structural design;
Highly positioning accuracy and reliability;
Flexible, fast, stable start and stop, and easy to control and operate.
Configured with the functions of multi-point target preset, memory,
automatic cruise and more...
Anywhere mounting to achieve real all-round blind spot monitoring.
Automatically adapts to the environment and automatically adjusts
the distance of the target and the size of the image.
High performance-price ratio.
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The internal military graded embedded control electronic system
achieves highly stability control of zooming, focusing, sensor control,
and rotation of the Pan-Tilt. The overall housing adopts with superstrong aluminium alloy and the internal adopts high strength stainless steel
bearings, which meets the seismic requirements of military wheeled
vehicle. It’s also meets with IP66 protection grade which to guarantee
the equipment is operated longer and stable in harsh outdoor
environment, and suitable for image acquisition under special circumstances.

Product’s Highlights:

1.

2.

3.
4.
5.

6.
7.
8.

monitoring equipment;
9. Full reinforcement structure design, super-strength stainless steel central
bearing, multi-point and omni-directional reinforcement design, to meet
the environmental requirements of vibration and impact for military
vehicle;
10. The whole machine is made of super-strong aluminium alloy shell, IP66
protection, rain and dust proof, and adapted to various harsh
environments.

Application Range:

It integrates infrared laser illumination, high-definition visible camera,
video coding, cloud cover and control electronic system all into
one device. Its an integrated design, highly centralized and easy to
install and use;
DSS stepping digital illumination angle control technology, unique laser
and camera magnification distance matching algorithm, 0.1° precise
follow-up control;
GHT-II super-homogenized HD lighting technology to perform the best
effect of million bytes high-definition camera;
Accurate double-axis alignment and 0.01 degree SLM self-locking
alignment;
Visible light is designed based on full HD color/black-white dual-mode
low illumination CMOS sensor, long focus compact continuous zoom
lens, with smaller in size and lighter in weight;
Adopted with light-loaded CNC Pan-Tilt, 360o continuous rotating
observation, no dead angle, smooth operation and small image jitter;
Support multiple intelligent functions such as cross-border/intrusion
detection and group cruising detection to reach unmanned duty;
Extensible laser ranging, Beidou/GPS, electronic compass and other
sensors to constitute a multi-functional situational awareness long-range

1. Military vehicle video command system;
2. Military base security monitoring;
3. Border and coastal defense and patrol vehicle surveillance;
4. Police/SWAT patrol vehicle for city surveillance;
5. Fire rescue and surveillance;
6. Disaster scene rescue.
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Specification:

3. Laser angle: 1°～20°, DSS stepping digital illumination angle control

Model

AGT-HRQN3002

Detection
Distance

Day: 3000m, Night:1000m
Visible Camera
Camera

1. Surface: 1/2.8'' Star Level CMOS, Integrated ICR Dual Filter D/N Switch;
2. Resolution: 2 million pixels, 1920 x 1080
3. Illumination: 0.05Lux high sensitive colour, 0.01Lux black and white;
4. Encoding: H.265/H.264/MPEG4/MIPEG video format, supporting
multi-stream;
5. Video Bit Rate: 32Kbps-16Mbps, 60Hz 30 frames/second
6. Supports AFR fog penetration, electronic anti-shake, strong light suppression,
3D digital noise reduction, anti-infrared overexposure, ABF automatic rear focus
adjustment function
Visible Lens
1. Focal Length: 8 - 320mm, 200 mil electrical focus (Optional: 22.5 - 750mm
lens);
2. Focusing: manual/automatic focusing, 3A adaptive active focusing algorithm,
support accurate and high speed multiple trigger modes.
3. HD infrared correction: Optical IR correction design, diurnal focus;
4. Aperture: Auto;
5. Night-day wide spectrum: 0.4-0.75um visible broad spectrum window and
0.8-0.95um NIR narrow spectrum window with day-night independent
double-pass window to improve the signal-to-noise ratio of imaging light and
stray light.
6. Preset position: precision potentiometer, zoom focusing feedback.
Laser Illumination

technology;
4. Matching mode:auto-tracking or manually adjust intelligent matching mode.
Housing
1. Material：aluminum alloy housing, stainless steel components, wind-proof;
2. Structure：Integral dual side-load design;
3. Deforesting: support;
4. Temperature control: whole system adopt with thermal balance design + wide
temperature electronic and optoelectronic devices, with built-in heating and heat
dissipation isothermal control elements, which can work in low and high
temperature environment.
PTZ (Optional)
1. Rotation: pan: 0～360°, tilt: -45～+45°
2. Rotation speed: Pan: 0.01°～20°/S, tilt: 0.01°/S ～15°/S support lens
zooming speed adaptive function;
3. 128 presets, support lens zooming and focusing preset;
4. Accuracy: ±0.1°;
5. Azimuth information: support angle query return, positioning, display.
6. Null-point Correction: support north null-point remote correction function.
7. Damping base: special vehicle mounted damping base
Enhancement Functions
1. Lens Servo: Support the functions of lens preset, focal length return and
focal length location.
2. Remote Maintenance: Support remote upgrade of embedded programs,
convenient for after-sales maintenance.
3. Parameter Settings: Remote Call Operations.
Interface
1.
2.
3.
4.

Laser Light Source
1. Consumption: 8W;
2. Wavelength: 810nm military grade IR laser;

Video: 1-channel RJ45 HD Visible, 1-channel analog video PAL thermal;
Control: 1-channel RS422/485 communication control;
Power supply: DC24V, anti-reverse connection protection;
Physical interface: water-proof aviation connector
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Environment Parameter

7. Weight: 127g.

1. Operating temperature: -40 ~ +60;
2. Storage temperature: -45°～70°;
3. Humidity: <90%;
4. Vibration resistance: satisfied with GJB150.16A military standard of vehicle
mounted requirement.
5. Lightning protection: interface circuit with built-in surge protection, 4000V
power supply, 2000V signal;
6. Salt spray proof: continuous spray for 96 hours at pH 6.5 to 7.2, no change in
surface.
7. Protection Level: IP66
Weight and Consumption
1. Weight: 35kg
2. Consumption: 120W
Optional Add-On Function/components
Intelligence Function
1. Regional invasion alert;
2. Cross-border invasion alert;
3. Support multi-scene group-cruising detection;
4. Radar linkage;
5. auto-tracking;
6. 3D zooming/positioning selection;
(The above functions need to be implemented in conjunction with general
software and network modules)

Laser Rangefinder
1.
2.
3.
4.
5.
6.

Measuring range: 50 - 5000m;
Accuracy: ±3m;
Frequency: 0.2Hz;
Wavelength: 1570nm (eyes safe);
Interface: RS422;
Weight: 1000g
Electrical Compass

1. Heading Accuracy: 0.5° (@Tilt＜40°), 0.7°RMS (@Tilt＜60°), 1°RMS (@Tilt＜
80°), precision repeatability: 0.1°;
2. Tilt Accuracy: 0.1°;
3. Rooling Accuracy: 0.1° (@＜80°);
4.
5.
6.
7.

Resolution: 0.01°;
Tilt Margin: ±80°;
Correction: Hardware/software/Tilt calibration;
Weight: 180g.
* The detection distance is related to the object and environmentetc. Please contact with us for further
information.

GPS/Beidou
1.
2.
3.
4.
5.
6.

Positioning accuracy <5 meters;
Timing: 1us;
Speed Accuracy< 0.1m/s;
Sensitivity: -159dBm;
Location information update frequency: 1Hz;
Output interface: TTL, NMEA0183 protocol;
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Application Range:
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Imaging Effect:

Laser Illumination Technology:

ArgusTec’s laser effect

VS

other brands laser effect

Car window (tinted) see-through function
Laser Effect By Argustec Technology

Other Brands
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Connection Diagram:
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